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Panasonic Press Release.

Amsterdam 2006. 

AV-HS300. Compact HS/SD Multi Format, Live Switcher.

Panasonic is proud to announce a breakthrough in Low cost, High value, High specification Video switchers. The AV-HS300 opens the door to HD/SD live, studio and post production switchers in one incredibly compact unit.

Continuing our trend for global products, this switcher will operate in all recognised SD and HD formats giving producers the ability to rent locally or travel with a switcher that will work all over the world. For facilitating the transition between SD and HD this unit future proofs investment allowing seamless operation in both standards.

Multiple inputs and outputs make this switcher ideal for all productions with numerous video inputs and destinations.  Live, recorded or in a post production environment the AV-HS300 will out-perform any other switcher in this price range. In fact it will out-perform many of a much higher cost.

Simple operation and rugged construction allow this unit the versatility to appear in the gallery of a major TV Broadcast studio, in the rig of a music concert TV recording, on board an OB truck, in a Post Production facility, for media training/education or for any application where a reliable, high quality/low cost video switcher is required.

Features include:

Multi Format Compatibility

Worldwide SD and HD formats supported in one unit. (Although not mixed formats)

SD. 480/59.94, 576/50i

HD. 1080/59.94i, 1080/50i, 720/59.94p, 720/50p

6 inputs (5 HD-SDI or SDI, 1 DVI-I)

3 SDI output and 3 HD Analog Component Output

Optional HD Component Analog Board 

10 bit Frame Synchroniser

For added versatility, the in-built high performance 10bit Frame Synchroniser enables switching without shock or freeze even with asynchronous video signals.

Linear Self Keying

Both Linear and self keying are possible as well as key invert.

Easy Titling 

Versatile titling can be achieved and enhanced by adding boarders and colours quickly and easily.

Multiple Interfaces for Versatile System Configuration

6 tally outputs and an RS422 interface enable configuration in a wide range of switching options.

To complete the IT infrastructure the HS300 has a built in network interface enabling easy use of a PC to add images and graphics.

Range of Switching Effects 

The unit includes a wide range of simply operated wipe patterns making it ideal for live situations where speed is essential and of course effective cutting and mixing.

12 volt operation

12 volt operation makes this unit ideal for outside broadcast applications.

The AV-HS300 is available in November of 2006 at an RRP of approx 6995 Euros. The optional HD Analog component board is available in December of 2006 at RRP of approx 1900 Euros.

For more information on the AV-HS300 please visit our website at www.panasonic-europe.com
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